
B36305 SERIES5 MEGAPIXEL CAMERA

FY Y
• 5 Megapixel Resolution. 
• High Performance 
• Miniature and Compact Size  
• Variety of Shape for Selection

Feature

Power Current

1.12 x 1.12
Rolling

37 dB 

3.6 V / Lux-secSensitivity

Suhtter

SNR
64.7 dBDynamic Range

-30 to 60 Degree CStorage Temperature
-20 to 70 Degree COperating Temperature
0 to 60 Degree CStable Image Temperature

 White / IR 940 nm / IR 850 nmLED 
Power Source

Windows 10, Linux, MAC OSX

Windows 7, Windows 8, Windows 10, Linux, MAC OSX

Operating 
System

USB 3.0

USB 2.0

Model No.
Feature

36305363P5
Binning typeCrop type

Image Sensor

2048 x 1536
1920 x 1080

320 x 240
640 x 480

1024 x 768
1280 x 720
1600 x 1200

2592 x 1944

Resolution 1/5” CMOS 2.90 x 2.18

1/6.3"
1/5”

CMOS
1/7.3"
1/8"
1/11”
1/12.5” 

1/20” 
1/40” 

2.90 x 2.18
2.29 x 1.72
2.15 x 1.21
1.79 x 1.34
1.43 x 0.81
1.15 x 0.86

0.72 x 0.54
0.36 x 0.27

Image area Image area 

FX X FT TSeries

Snapshot and Freeze Frame Support N/A N/A N/ASupport Support

Feature
USB 3.0

Low temperature Advance
USB 2.0

24 fps

MJPEG

Interface

Frame Rate

Video Format

24 fps

30 fps

MJPEG YUV

30 fps

YUV

2048 x 1536
1920 x 1080

320 x 240
640 x 480

1024 x 768

Specification

SpecificationCode

XD-B36305LH-74
CONNECTORSERIES CAMERA BODY

Front ViewUSB 2.0 Interface

USB 3.0 Interface

X
FX

T
FT

Low Temperature
Low Temperature
Advance
Advance

Y
FY

Low Temperature
Low Temperature

* F Snapshot with Freeze Frame

D
M
T

USB Type A
Micro OTG Type B
USB Type C

B
VB

T
V
Z

VZ

Board Type
Board Type + Dimmer
Tube Type
Tube Type + Dimmer
Slim Forming Type
Slim Forming Type + Dimmer

BL
VBL

ZL
VZL

Side View
Board Type
Board Type + Dimmer
Slim Forming Type
Slim Forming Type + Dimmer

CAMERA TYPE LED LENS
Round Shape (Front View) 
Rectangle Shape (Side View)

36305
363P5
363M5
363C5

36305S
363P5S
363M5S
363C5S

Rectangle Shape (Side View)

*S Slim Board

36310
363P10
363M10
363C10

Square Shape (Front View)

LH
L8
L9

High-Intensity White LED
IR 850nm LED
IR 940nm LED

13
25
33
40
44
56

62
64

71
74
81

94
99

115

169

3.4 mm / F 2.8 

2.46 mm / F 2.0
2.34 mm / F 2.2

* 81° 94° 99° 169° Lens
  Image circle is Ø 3.27, has 5% dark corner.* IR 940 nm or IR 850 nm LED is suggested to choose B/W camera type.

* Camera with LED light source is suggested to use lens with larger F-Stop number.

24 fps
1600 x 1200
1280 x 720

24 fps2592 x 1944

B36305 B36305-62 B36305-74 B36305LH-74      

X / FX / Y / FY Series



B36305 SERIES5 MEGAPIXEL CAMERA

Section Two

Cable A Cable B

Detachable Nano Connectors 
Specifically designed to overcome the big size of connector and camera head.

A bigger size tube can go through the thin cable from halfway.
With detachable Nano connectors

Without detachable Nano connectors
Camera head cannot go through the bigger tube.

Nano 4 pinNano 13~15 pin

Resolution

Video Demo 

https://reurl.cc/bzN7OM

https://reurl.cc/WE8Dnx

https://reurl.cc/zbKAV7

Demo

with 74º lens 

Demo link Note

Video2592 x 1944

Other information

• 4-way articulation borescope
• Ø 6.0 x 10 mm ultra short camera head
• 5 Mega-pixel high resolution
• 
• Camera head bend angle up to 135 degrees

10-VD608-363-4W series

Section One Section Two

Snapshot / Freeze / Dimmer

52

Section One

Section One Section Two80

Snapshot / Freeze / Dimmer

Section One

Section One Section Two
80

Snapshot / Freeze / Dimmer

T

X

FT

Y

FX

FY

Section One (Max. 15 Pin)

1.9
AWG#36
EN-15C

10~80

2.8
AWG#32
EN-15C

10~130

OD � � Length � � Series

3.1
AWG#36
EN-17C

3.8
AWG#30
EN-15C

10~300

10~350

Section Two (Max. 7 Pin)

0.35
Enameled
Wires

10~150

10~200
0.9

AWG#42
EN-9C

1.4
AWG#28
EN-4C

1.4
AWG#30
EN-4C

1.6
AWG#28
EN-4C

10~1000

10~600

OD � � Length � � Series

10~1000

1.7
AWG#36
EN-9C

10~200

2.8
AWG#30
EN-7C

10~400

3.6
AWG#28
EN-7C

10~1000

3.6
AWG#28
EN-11C

10~250

5.0
AWG#24
EN-9C

10~1500

6.2
AWG#28
EN-11C

10~200

K TFTXFXFK



B36305 SERIES5 MEGAPIXEL CAMERA

T / FT Series Unit: ± 0.5 mm

B36305

BL36305

ZL36305

BL36305S

ZL36305S

B36310

 

  

 



B36305 SERIES5 MEGAPIXEL CAMERA

BL36305S

X / FX / Y / FY Series 

B36305

Z36305

BL36305

ZL36305

ZL36305S

Unit: ± 0.5 mm


