
Mini Caméra IP Jour / Nuit Etanche 
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Video 

Sensor  2.0 megapixel 1/2.9"  low lux CMOS 

Video resolution 
Main stream: 1920x1080@20fps, 1280x720@25fps 

Sub stream: 640x352@25fps, 320x176@25fps 

Video compression H.264 

Lens 3.6MM Lens default Optional 2.8/6/2.1mm lens 

View angle based on lens 

Alarm 

Motion detecting alarm Can set 4 independent detection region (1-100 sensitivity) 

Alarm linkage 

Alarm send pictures to the mailbox, 

Alarm upload pictures and videos to the FTP server, 

Alarm record pictures and videos to Micro SD card,  

Alarm mobile phone message push 

Alarm recording Support Micro SD card and PC client linkage alarm recording 

Network 

POE Optional Support  802.3AF 

Ethernet 
RJ45 Ethernet  ONVIF 2.4 (backward compatible) 

Support P2P, view & anywhere & anytime; 

Storage 

Micro SD card Support up to 128G micro SD card max 

Recording mode Alarm record, timing record, 

Video playback Support APP, IE browser, remote client play and download vi-
deo 

General 
specifications 

Power DC12V  2A  (POE optional) 

Operating environment 
Environment -20@~+60@(-4@~+140@), 

Humidity 10%~90%, non-condensing 

Product size 45 x 45 x 40 mm 

Product weight 148 gr 

IR Night vision Invisible 940 nm / 5-7 Meters  / IR-cut mecanism 

Packing weight 0.5kg 

Reset button Yes 

 IP Onvif Full HD 

 Etanche utilisation int/ext. 

 Enregistreur SD 128 Go intégré 

 Etrier support inclus  

RJ-45 étanche 

Jack alim DC 

Bouton Reset 

Option Wifi 

Antenne fournie 

Attention :  

Version non étanche 

HD10L-2MP-IP 


