SAVYVEVIS

Features

Enregistrement Haute Définition
Source digitale 1920x1080 @30fps/25fps
Caméras analogiques résolution D1 (800x600)

Captures Photo & Vidéo

Possibilité de faire des captures photo pendant I'enregistrement
ou la relecture Vidéo
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Cadence ajustable
Selon préférence 25 im/sec ou 30 im/sec en Full HD

Protection par mots de passe

La récupération des données et la mise en service sont protégées par
des mots de passe

Compteur d'image indélébile
Chaque image est estampiée avec un numéro unique incrémenté automatiquement
ce qui fait une preuve indiscutable devant la justice

Détection de Mouvement Interface IP intégré

Fonction indispensable pour la surveillance policiere. Des qu'un sujet bouge Permet de "Steamer" audio et vidéo partout dans le monde. Possibilité de
dans le camp de vision de la caméra, I'enregistrement est enclenché. La récupérer des images et de lire les vidéo sur une application gratuite
relecture des séquences est ainsi consacrée aux seuls événements. Lawmate

Note: For digital input, PV-1000EVO3 is only compatible with CMD-BU20LX. Note: Seul le chargeur USB 3 Ampére peut étre utilisé

Specifications Standard Accessori

Item Number PV-1000EVO3
CHG-0530  _pupm S-USB/PV-500
Display 5" RGB 800X480 Color TFT LCD M- / - -
The LCD display G-sensor .
The Touch Panel Capacitive touch panel —-m_ -“'
Algorithm H.264, JPEG h bl
File Format MPa DC 5V/3A Charger USB Cable

Video Input Digital camera signal 1080P BT656 input BA-4400slim PT-1000TOUCH
NTSC/ PAL Auto-Detection (2.5) o

NTSC/ PAL Auto-Detection (3.5)

Video Recording Mode |Standard / Motion Detection Mode

Resolution Mode 1920x1080
Real Time
Max. Resolution 1080P (1920x1080) S-PI2R W SPI2R-12V L
Frame Rate 30FPS&25FPS g | ’ U | gy f |
Memory Type Built-in 2.5"1TB SATA HDD & Memory Card (Supports up to 32GB / 128G | | B
(FAT32 eXFAT) ) & I
DC5V to Camera DC5V 250mA Max (Over current protection)
DC12V to Camera DC12V 150mA Max (Over current protection) Cables to Cam DC 12V Out / AV In Cable
HDMI Out HDMI Image output
PC Interface USB2.0 ADT-EU2PIN
Image Quality (Bit rate) [In Standard 720x576@25FPS (PAL) 720x480@30FPS (NTSC) s - »
1080P(12Mbps)
Wi-Fi Built-in Wi-Fi Module mlﬂmﬂm I D
802.11B/G/N —
Support WPA2-PSK encryption ] s
RF Remote Support European Adaptor Quick Guide

Date/Time Table YYYY/MM/DD (America) , HH,MM,SS (U.K.) . .
Frame Counter Stamp |Yes O 0 tIOna| ACCGSSOI"I C

Power Consumption Recording : 1.5A (Wi-Fi OFF)

Charging Current 1.5A

Battery Type DC 3.7V/4400 mA Lithium Battery

Battery Lifetime 170min(BU-19 PAL 5V) / 120min(BU19 12V) / 120min(BU20LUX) for HDD
Dimensions 141.5x87.8x27.3mm

*Specification are subject to change without prior notice.

CE/FCC Certified Digital CMOS Camera CMD-BU20LX

Importé par Opto Vision France




