Endoscope Vidéo a 2 caméras MS50-360D
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1920x1080 intégrée RECORDING /

« Endoscope vidéo portable double caméra
o Diameétre de la téte caméra 8 mm

« Deux caméras a visée perpendiculaire

@ « Eclairage par LED blanches réglables
MS50-360D « Moniteur LCD HD 16/9° 5"
e Cable2m,5mou7m
o Enregistrements AVI et JPEG sur carte SDXC
« Résolution 1920x1080 @ 30 im/sec
« Alimentation par batterie interne
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Spécifications AZ-M50D
Longueur du cable 2m,5mou 7 m, apréciser
Diameétre sonde 8 mm
Résolution 2 x 1920 x 1080 pixels
Eclairage 8 et 2 LEDs blanches visibles a intensité réglable s Caméra Frontale avec 8 LED blanches
Mise au point optique De 3 a 20 cm pour une netteté parfaite o Caméra Latérale avec 2 LED blanches
Angle de vision 62" diagonal ¢ Affichage des 2 images cote-a-cote ou
Enregistrement Vidéo AVI a 30 im/seconde, Photos JPEG plein écran par commutation depuis
Alimentation Par batterie 3000 mAH ou 5 VDC les touches du moniteur
Autonomie 3 a 4 heures. Recharge en 2h30
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Endoscope Vidéo a 2 caméras M50-360D

Dual f‘C.I"een djﬁplay 360 degree rotating lens
Industrial Borescope No dead angle view

360° rotatable lens design for all-round inspection
without missing any dead spots
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@ 360° rotatable lens
@ Photo/video recording
@ IP67 waterproof

@ Rechargeable battery
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Endoscope Vidéo a 2 caméras M50-360D

Multi-functional buttons No lag in the picture
Function introduction No lag

One key switch, simple and easy to operate Pure copper transmission cable core

for instant feedback
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Switch —————————+i) | ®14 £ / Menu/playback
914 Zoom infup
Screen roto;i;z: 4 I- % ® .- . Freeze frame
v t Light adjustment/Down
Torch switch 4" - \\ Take photo/video
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Endoscope Vidéo a 2 caméras MS50-360D

Dual Screep dlsplqy No fear of bad conditions
9" HD dlSpIGy IP67 waterproof

Newly upg raded dual screen displc:y Special glue seal inside the lens for easy access
j to the harsh underwater environment
each shot is displayed in HD, restoring the real
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Endoscope Vidéo a 2 caméras M50-360D

Multi-Scene
Applications

Dual lens display
2 million HD pixels

1920* 1080P resolution to restore the real picture
Every frame is a detail

Plumbing maintenance
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